VOR times series for an aircraft trajectory in the presence of wind turbines
Seif Ben-Hassine, Alexandre Chabory, Christophe Morlaas, Rémi Douvenot

► To cite this version:

HAL Id: hal-01839330
https://hal-enac.archives-ouvertes.fr/hal-01839330v2
Submitted on 15 Jun 2020

HAL is a multi-disciplinary open access archive for the deposit and dissemination of scientific research documents, whether they are published or not. The documents may come from teaching and research institutions in France or abroad, or from public or private research centers.

L’archive ouverte pluridisciplinaire HAL, est destinée au dépôt et à la diffusion de documents scientifiques de niveau recherche, publiés ou non, émanant des établissements d’enseignement et de recherche français ou étrangers, des laboratoires publics ou privés.
VOR Times Series for an Aircraft Trajectory in the Presence of Wind Turbines

Seif Ben-Hassine
ENAC TELECOM EMA
Toulouse, France
seif.ben-hassine@enac.fr

Alexandre Chabory
ENAC TELECOM EMA
Toulouse, France
alexandre.chabory@enac.fr

Christophe Morlaas
ENAC TELECOM EMA
Toulouse, France
christophe.morlaas@enac.fr

Rémi Douvenot
ENAC TELECOM EMA
Toulouse, France
remi.douvenot@enac.fr

Abstract—In air navigation, multipath due to large ground scatterers such as wind turbines is a major source of bearing error for VOR systems. Existing models to assess this error neglect the rapid multipath change in time. In this article, this is discussed by computing time series for the VOR signal and multipath.

Index Terms—Propagation, multipath, wind turbines, VOR

I. INTRODUCTION

Wind turbines settled close to VHF Omnidirectional Range (VOR) beacons constitute a source of multipath that can yield unacceptable errors in the bearing estimated by aircraft receivers. In recent years, several models have been proposed to assess this error source [1]–[3]. For determining the multipath characteristics, these models generally rely on either one computational-electromagnetics method or on the hybridization of several methods, e.g. uniform theory of diffraction, the method of moments, or physical optics. For determining the bearing error from the multipath characteristics, the formulas proposed in [4] are generally used. In [5], [6], we have proposed such a model by hybridizing the parabolic equation method (PE) with physical optics (PO). The results have been compared with measurements from in-flight tests.

In the previous models, a limitation is that everything is assumed static. In reality, since the aircraft is moving, multipath changes rapidly in time. Thus, filters and response times of the receiver may render the bearing errors estimated by the formulas in [4] inaccurate.

In this article, we propose to generate VOR times series for the signal and multipath parameters along an aircraft trajectory. This allows to analyze the dynamics of the multipath.

In Section 2, the configuration is exposed. In Section 3, an overview of the electromagnetic model is presented and the time-series generation is detailed. In Section 4, simulation results for a complex scenario are shown in static configuration.

II. CONFIGURATION

As illustrated in Figure 1, the configuration contains the VOR beacon, the wind turbines, the terrain and the aircraft trajectory. The VOR beacon is characterized by its position, frequency, power and radiation pattern. For the wind turbines, a generic model with dielectric blades is used for which all the sizes and angles are tunable. The terrain is characterized by its relief and dielectric characteristics.

The authors thank ENAC and DGAC/DTI and région Occitanie for funding this work.

At each point of the trajectory, multipath come from large scatterers on the ground. They are characterized by an amplitude, a phase and an azimuth. The latter corresponds to the azimuth of the scatterer with respect to the VOR beacon. At each trajectory point, we use the method proposed in [5] to compute the multipath parameters. This method relies on a hybridization of the parabolic equation method (PE) with physical optics (PO). Four steps are necessary. First, PE is used between the VOR beacon and the wind turbines taking into account the terrain characteristics. This provides an accurate illumination for the wind turbines. Second, from this illumination, the currents on the masts, boxes and blades are calculated upon the physical optics approximation. Third, the scattered fields are computed at the aircraft position. These fields are finally used to obtain the multipath characteristics at the output of the receiver antenna.

Fig. 1. Overview of the method to compute multipath.
This method gives time series for the multipath characteristics. It can also be used to assess the direct, scattered and total fields along the aircraft trajectory.

IV. SIMULATION RESULTS

We consider the configuration exposed in Figure 2. The VOR beacon works at 113.8 MHz with a power of 25W. There are 4 wind turbines of type Enercon E82. The nearest wind turbine is at 500m from the beacon. The aircraft trajectory starts at 2.5km from the beacon. It contains 5 way-points at which speeds are between 180 km/h and 288 km/h. To have at least 5 points per wavelength, we choose a time step of 6.63 ms.

In Figure 3, time series of the electric field are shown. We observe that the field is significantly influenced by the wind turbines. In Figure 4, we display the power azimuth profile, i.e. the relative power and azimuth of the multipath at each epoch, where we distinguish the 4 multipath associated with the 4 wind turbines. Finally, the VOR error obtained from the formula in [4] for a static scenario is displayed in Figure 5. From 0 to 270 s, and from 350 s to 680 s, the VOR error is due to several multipaths, which explains the fast fluctuations. The maxima of the VOR error correspond to the maxima of the relative power of the multipaths for azimuth close to 90°. Between 270 and 350 s, the multipath due to wind turbine 2 has no effect (the aircraft, the VOR station and the wind turbine are aligned). The power azimuth profile indicates that the multipath due to wind turbine 1 is dominating. Therefore, the slow variation is the scalloping effect corresponding to the presence of one signal scatterer.

V. CONCLUSION

In this article, the computation of time series for VOR signals in the presence of multipath due to wind turbines has been presented and illustrated in a complex scenario. For future works, these time series will be sent to a digital VOR receiver to assess the influence of the multipath changes in time on the bearing error. The Doppler effect due to blade rotation and receiver movement will be observed.
REFERENCES


